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1
CLOUD-BASED SYSTEM FOR READING OF
DECODABLE INDICIA

FIELD OF THE INVENTION

The invention is generally related to systems for the read-
ing of decodable indicia and is specifically related to cloud-
based systems for the reading of decodable indicia.

BACKGROUND OF THE INVENTION

Decodable indicia are patterns, marks, or messages which
are designed to be scanned and interpreted by computer and/
or other mechanical and/or automated methods. Many known
types of decodable indicia fall under the category of barcodes.
Barcodes are graphical representations of data, the most com-
mon of which are referred to as one dimensional (1D) and two
dimensional (2D) barcodes. 1D barcodes are graphical enti-
ties that represent data by varying the widths and spacing of
parallel lines. 2D barcodes are also graphical entities that
represent data, but in addition to the parallel lines, or bars, a
2D barcode may contain rectangles, dots, hexagons and other
geometric patterns in two dimensions. The data encoded in
the barcodes are interpreted by optical scanners and/or soft-
ware. Barcodes can be scanned by special optical scanners
called barcode readers as well as by general purpose devices
such as smart phones. Other types of decodable indicia
include optical character recognition (OCR), glyphs, or other
visual markings. Also, non-visual technologies such as mag-
netic strips, radio-frequency identification (RFID), and other
non-visual technologies fall under the definition of decodable
indicia as well.

SUMMARY OF THE INVENTION

In one embodiment, there is provided a data decoding
system comprising one or more computers communicatively
coupled to a network. The computers can execute at least one
client authentication process and at least one decoding pro-
cess. The authentication process can be configured to authen-
ticate a client. The decoding process can be configured,
responsive to receiving from the client a decoding request
comprising an image of decodable indicia, to locate the
decodable indicia within the image, and to decode the decod-
able indicia into a decoded message. The decoding process
can be further configured, responsive to completing the
decoding operation, to transmit to the client the decoded
message and/or the decoding operation completion code.

In some embodiments, the authentication process and the
decoding process can be executed by the same computer.
Alternatively, the authentication process and the decoding
process can be executed by different computers.

In some embodiments, the client authentication process
can be configured, responsive to receiving an authentication
request comprising a client certificate, to negotiate a common
secret with the client. The authentication process can be fur-
ther configured to create at least one cryptographic key based
on the common secret, and to use the cryptographic key to
encrypt messages transmitted to the client and/or decrypt
messages received from the client.

In a further aspect, the computers can be further config-
ured, responsive to receiving an authentication request com-
prising a client certificate, to validate the client certificate by
transmitting a validation request to a certificate authority
issuing the client certificate.

In another embodiment, there is provided a data decoding
system comprising one or more computers communicatively
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coupled to a network. The computers can execute at least one
decoding process and at least one logging process. The
decoding process can be configured, responsive to receiving a
decoding request comprising an image of decodable indicia,
to locate the decodable indicia within the image, and to
decode the decodable indicia into a decoded message. The
decoding process can be further configured, responsive to
completing the decoding operation, to transmit to the client
the decoded message and/or the decoding operation comple-
tion code. The decoding process can be further configured,
responsive to completing the decoding operation, to transmit
a logging request to the logging process. The logging process
can be configured, responsive to receiving the logging
request, to create a usage tracking record in a usage tracking
database. The usage tracking record can comprise a client
identifier, the image, the decoded message, and/or the decod-
ing operation completion code.

In some embodiments, the logging process and the decod-
ing process can be executed by the same computer. Alterna-
tively, the logging process and the decoding process can be
executed by different computers.

In a further aspect, the decoding request and/or the usage
tracking record can further comprise one or more values of
client configuration parameters.

Inyet another embodiment, there is provided a data decod-
ing system comprising one or more computers communica-
tively coupled to a network. The computers can execute at
least one decoding process. The decoding process can be
configured, responsive to receiving from a client a decoding
request comprising an image of decodable indicia, to locate
the decodable indicia within the image. The decoding process
can be further configured, responsive to successfully locating
the decodable indicia, to decode the decodable indicia into a
decoded message. The decoding process can be further con-
figured, responsive to completing a decoding operation, to
transmit to the client at least one of: the decoded message, a
decoding operation completion code. The computers can be
further configured to validate an entitlement of the client to
receive decoding services responsive to receiving the decod-
ing request and/or transmit a billing request to a billing sys-
tem responsive to completing the decoding operation.

In a further aspect, the billing request can comprise the
client identifier, the symbology type, and/or the number of
decodable indicia items to be decoded.

In a further aspect, the computers can be configured to
validate the entitlement of the client by transmitting a client
entitlement validation request to the billing system. The client
entitlement validation request can comprise a client identifier,
the symbology type, and/or the number of decodable indicia
items to be decoded.

In a further aspect, the decoding process can be configured
to transmit the decoded message to the client responsive to
receiving a billing transaction confirmation from the billing
system.

BRIEF DESCRIPTION OF THE DRAWINGS

For the purpose of illustrating the invention, the drawings
show aspects of one or more embodiments of the invention.
However, it should be understood that the present invention is
not limited to the precise arrangements and instrumentalities
shown in the drawings, wherein:

FIG. 1 schematically illustrates a component diagram of
one embodiment of a data decoding system;

FIG. 2 schematically illustrates one embodiment of a
method of authenticating a decoding client;
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FIGS. 3a-3b schematically illustrate various embodiments
of the structure of a usage tracking database table;

FIG. 4 schematically illustrates one embodiment of a
method of interacting with a billing system by the data decod-
ing system;

FIGS. 5a-5¢, 6, and 7 schematically illustrate embodi-
ments of a mobile communication terminal;

FIG. 8 depicts component-level layout of a mobile com-
munication terminal;

The drawings are not necessarily to scale, emphasis instead
generally being placed upon illustrating the principles of the
invention. In the drawings, like numerals are used to indicate
like parts throughout the various views.

DETAILED DESCRIPTION OF THE INVENTION

Capture of decodable indicia can utilize many types of
technologies. Laser scanning or linear imaging can be used
for the capture of 1D barcodes. Some 2D barcodes known as
stacked codes, such as PDF417, can be read using these
technologies as well, however 2D bar codes known as matrix
codes require devices which can capture a 2 dimensional (2D)
image of the bar code. These 2D images are also useful for
decoding 1D, 2D stacked codes, as well as OCR or other
visual decodable indicia. For things like RFID, magnetic
strips or other non-visual decodable indicia, these may
involve use of RF, magnetic reading heads, or other non-
visual means of capture. For the purposes of this invention,
the capture of any decodable indicia will be referred to gen-
erally as “imaging”, and the captured representation of the
decodable indicia by a device will be referred to as an
“image”.

A growing variety of devices are currently being used for
bar code reading and decoding, ranging from specialized
scanners to smart phones. Supporting multiple hardware and
software platforms can become challenging for suppliers of
decoding software. One solution to supporting a large number
of bar code reading devices representing a variety of plat-
forms is to split the imaging and decoding functions: an image
comprising decodable indicia can be taken by a portable or
stationary scanner, e.g., by a point-of-sale (POS) device, and
can then be transmitted to an external server for decoding.
Since the decoding client can be completely agnostic with
respect to decoding algorithms employed by the server, the
problem of supporting a large variety of client platforms can
be solved by creating thin client imaging applications. A
typical thin client imaging application only needs to be able to
transfer an image of decodable indicia to a decoding server
over a network, and then receive decoded message data from
the server. As used herein, “message” is intended to denote a
character string comprising alphanumeric and/or non-alpha-
numeric characters. An encoded message can be used to
convey information, such as identification of the source and
the model of a product, for example, in a UPC code.

In one embodiment, there is provided an optical indicia
decoding system comprising one or more computers commu-
nicatively coupled to a network and executing one or more
decoding processes. A “computer” herein shall refer to a
programmable device for data processing, including a central
processing unit (CPU), a memory, and at least one commu-
nication interface. For example, in one embodiment, a com-
puter can be provided by an Intel-based server running Linux
operating system. In another embodiment, a computer can be
provided by a virtual server, i.e., an isolated instance of a
guest operating system running within a host operating sys-
tem. A “network” herein shall refer to a set of hardware and
software components implementing a plurality of communi-
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cation channels between two or more computers. A network
can be provided, e.g., by a local area network (LAN), or a
wide area network (WAN). While different networks can be
designated herein, it is recognized that a single network as
seen from the network layer of the OSI model can comprise a
plurality of lower layer networks. A “process” herein shall
refer to an instance of a computer program that is being
executed; in some operating systems, several processes can
be instantiated simultaneously from the same computer pro-
gram.

The decoding process can be configured, responsive to
receiving from a decoding client a decoding request including
a decodable indicia image, to locate the decodable indicia
within the image, and then, responsive to successfully locat-
ing the decodable indicia, to decode the decodable indicia
into a decoded message, and to transmit the decoded message
back to the decoding client.

In one embodiment, schematically shown in FIG. 1, a
decoding system 1000 can comprise a plurality of computers
120a-120z communicatively coupled to a network 110a. Net-
work 110a can be provided, e.g., by Ethernet-based local area
network, and can be communicatively coupled to the Internet
170 via one or more routers 130a and/or one or more net-
works 110a-110c. A decoding client 101a can be provided by
a mobile communication terminal communicatively coupled
to a local area network 110z via a wireless access point 140.
Network 110z can be communicatively coupled to the Inter-
net 170 via one or more routers 130z and/or one or more
networks 110z. A decoding client 1015 can be provided by a
terminal mounted into a point-of-sale (POS) workstation and
can be communicatively coupled to the local area network
110z via an Ethernet communication interface. A decoding
client 101¢ can be provided by a smart phone communica-
tively coupled to a provider’s network 1105 via a cellular base
station 145. Network 11056 can be communicatively coupled
to the Internet 170 via one or more routers 1305 and/or one or
more networks 1105.

Wireless access point 140 could be configured to support
Bluetooth, Near Field Communication (NFC) ISO/IEC
18092 and/or ISO/IEC 14443, the IEEE 802.11/802.15/
802.16 protocol family, or other wireless technology. Cellular
base station 145 could be configured to include HSPA/GSM/
GPRS/EDGE protocol family, TDMA protocol, UMTS pro-
tocol, LTE protocol, the CDMA/1XEV-DO protocol family,
and/or other cellular technology.

In one embodiment, the decoding system 1000 can follow
a cloud computing model, by providing an on-demand net-
work access to a shared pool of configurable computing
resources (e.g., servers, storage, applications, and/or ser-
vices) that can be rapidly provisioned and released with mini-
mal or nor resource management effort, including interaction
with the service provider, by the consumer (operator of a thin
client). One characteristic of the cloud computing model is
that a consumer can unilaterally provision computing capa-
bilities, such as CPU power and storage capacity on the net-
work, as needed automatically without requiring human
interaction with the service’s provider. The resources of the
cloud can be accessed by thin clients over a network.

In another aspect, decoding clients can access cloud-based
decoding applications executed by computers 120a-120z via
a single point of entry, e.g., via a single IP address or uniform
resource identifier (URI). In one embodiment, the single
point of entry IP address can be assigned to a load balancing
component provided, e.g., by router 130a or by a dedicated
load balancer 122. In another embodiment, the single point of
entry URI can include a fully-qualified host name resolvable
by a DNS server into one or more IP addresses of computers
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120a-120z. In a yet another embodiment, the single point of
entry URI can include a fully-qualified host name resolvable
by a DNS server into an IP address of the dedicated load
balancer 122 which can act as a server-side HTTP proxy by
forwarding HTTP requests from the decoding clients 101a-
101c¢ to HTTP processes running on the decoding computers
120a-120z. The server-side HTTP proxy can preserve HTTP
or application-level sessions by forwarding all TCP packets
from one client to the same server. Thus, a decoding client
accessing the cloud-based decoding applications can be
agnostic with respect to the number of computers 120a-120z,
topology of the local area networks 110a-110z, aspects of
load balancing among the computers 120a-120z and other
server-side implementation details.

For preventing unauthorized access to the cloud-based
decoding services, decoding system 1000 can require a
decoding client to be authenticated before processing any
decoding requests. In one embodiment, the client authentica-
tion can be performed utilizing digital certificates. A digital
certificate can be issued to a decoding client 101a-101¢ by a
certificate authority controlled by a trusted third party or the
decoding service provider. A digital certificate can be digi-
tally signed by the issuing certificate authority and can com-
prise an identifier and a public encryption key of the certifi-
cate holder. The certificate authority can also provide a
private encryption key to the certificate holder. The public/
private key pair can be used to encrypt and decrypt messages
so that a message encrypted by a public key can only be
decrypted using the matching private key.

One embodiment of a method of authenticating a client by
a cloud-based computer is now being described with refer-
ences to FIG. 2. At least one of the cloud-based computers
120a-120z can be configured to execute at least one authen-
tication process 125. A decoding client 101 can initiate an
authentication procedure by transmitting an authentication
request to an authentication process 125. The authentication
request can comprise the digital certificate issued to the client
101 by the certificate authority 142. Responsive to receiving
the authentication request, the authentication process 125 can
validate the client certificate. In one embodiment, the client
certificate can be validated by the authentication process 125
transmitting a certificate validation request to the certificate
authority 142. In one embodiment, the client certificate can be
validated by the authentication process 125 performing a
lookup in a certificate revocation list issued by the certificate
authority 142.

The authentication process 125 can then negotiate a com-
mon secret with the client 101. To prevent eavesdropping by
a malicious third party, the authentication process 125 can
encrypt the messages addressed to the client 101 using the
client’s public key, so that the messages could only be
decrypted using the client’s private key. Thus, a common
secret can be negotiated by the client 101 and the authentica-
tion process 125 over a secure communication channel. The
common secret can then be used by each of the client 101 and
the authentication process 125 to derive a symmetric encryp-
tion key (e.g., by calculating a hash function of the common
secret) used to encrypt and decrypt the subsequent commu-
nications.

In another embodiment, the authentication process 125 can
perform a password-based authentication method. The opera-
tor of the decoding client device 101 can be prompted to enter
a password via a user interface. The decoding client device
101 can transmit to the authentication process 125 a binary
string derived from the password (e.g., a value of a pre-
defined hash-function of the password string). The authenti-
cation process 125 can authenticate the client device 101 by
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calculating the hash function of the received binary string and
comparing the value with a value stored in a permanent
memory accessible by the authentication process 125 (e.g., a
LDARP server).

In a further aspect, upon successfully authenticating the
client device 101, the authentication process 125 can encrypt
the messages addressed to the decoding client 101 using an
encryption key derived from a common secret, e.g., by cal-
culating a hash function of the common secret. In one
embodiment, the common secret can be communicated to the
decoding client 101 using an alternative communication
channel (e.g., via an external memory device such as a USB
memory stick, via a user interface, etc.).

In a yet another embodiment, the authentication process
125 can authenticate the decoding client 101 based on a
network address (e.g., an IP address) of the decoding client.
This embodiment can be particularly useful when one or
more decoding clients are connecting to an enterprise net-
work—with a known IP address range, and/or via a client-
side proxy with a known IP address of the external (Internet-
side) interface.

In a yet another embodiment, the authentication process
125 can authenticate the decoding client 101 based on bio-
metric data (e.g., a fingerprint of the operator of the decoding
client 101).

A skilled artisan would appreciate the fact that other
authentication methods are within the scope of the invention.

With reference back to FIG. 1, in one embodiment, one or
more authentication processes 125 can be executed by one or
more dedicated computers 120a-120m, and one or more
decoding processes can be executed by one or more dedicated
computers 1202-120z. In another embodiment, at least one of
computers 120a-120z can be configured to execute at least
one authentication process and at least one decoding process.
In a yet another embodiment, the authentication computer
performing the client authentication can be provided by the
router 130a.

In a further aspect, the authentication process can act as a
transparent server-side proxy to at least one decoding pro-
cess: upon authenticating a decoding client, the authentica-
tion process can receive one or more of decoding requests
from the authenticated decoding client, and forward the
decoding requests to the decoding process.

In a further aspect, a decoding process can, responsive to
completing a decoding operation, transmit the decoding
operation result including decoded message data and/or the
decoding operation completion code to the decoding client. In
one embodiment, the decoding process can transmit the
decoding operation result to the authentication process,
which then can forward the decoding operation result to the
client that transmitted the decoding request.

In one embodiment, one or more of the cloud-based com-
puters 120a-120z can execute at least one logging process
configured to log decoding requests and results in a usage
tracking database, by creating a usage tracking record com-
prising a client identifier, a decodable indicia image, a
decoded message and/or a decoding operation completion
code. In one embodiment, the decoding process can be con-
figured, responsive to completing a decoding operation, to
transmit a logging request to the logging process. The logging
process can be configured, responsive to receiving a logging
request from a decoding process, to create a usage tracking
record in the usage tracking database. In one embodiment, the
usage tracking database can be provided by a relational data-
base. In another embodiment, the usage tracking database can
be provided by a flat file.
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In one embodiment, one or more logging processes can be
executed by one or more dedicated computers 120a-120m,
and one or more decoding processes can be executed by one
or more dedicated computers 1207-120z. In another embodi-
ment, at least one of computers 1204-120z can be configured
to execute at least one decoding process and at least one
logging process.

In a further aspect, a decoding request transmitted by the
decoding client can comprise one or more client configura-
tion parameters, for example, client device model, client
device serial number, aperture value, shutter speed, and ISO
value. In one embodiment, the decoding process can include
one or more client configuration parameters into the usage
tracking record.

One embodiment of a structure of the usage tracking data-
base table is schematically shown in FIG. 3a. The usage
tracking table 300 can include a record identifier field 310, a
timestamp field 320, a client identifier field 330, a decodable
indicia image field 340, a decoded message field 350, a
decoding operation completion code 360. In another embodi-
ment, schematically shown in FIG. 34, the usage tracking
table 300 can further include a client device model 370, a
client device serial number 380, an aperture value 390, a
shutter speed 392, and/or an ISO value 394.

In another aspect, the decoding system 1000 can support a
variety of billing models, including usage-based model (“pay
per scan”), unlimited usage model, and numerous hybrid
models. In one embodiment, a decoding process can be con-
figured, responsive to receiving a decoding request, to vali-
date the client entitlement to receive decoding services. In one
embodiment shown in FIG. 4, a billing system 400 can run on
a dedicated computer 420 (shown in FIG. 1) which can be
located within the same facility with at least one computer
120a-120z executing at least one decoding process 127, or
can be located remotely and can be accessible by the decoding
process 127 over one or more networks 110a-110z. In another
embodiment not shown in the figures, the billing system 400
of FIG. 4 can run on the computer 120a-120z of FIG. 1
executing at least one decoding process 127.

In one embodiment, schematically shown in FIG. 4, the
decoding process 127 can validate the client entitlement by
transmitting an entitlement validation request to a billing
system 400. The client entitlement validation request can
comprise the client identifier and the type of the requested
service. For example, the client entitlement validation request
can comprise the symbology type and/or the number of
decodable indicia items to be decoded.

The billing system 400 can verify the entitlement of the
client to receive the requested service and can return the
validation result to the decoding process 127. Responsive to
receiving a negative entitlement confirmation, the decoding
process 127 can return a corresponding error code to the
decoding client.

In a further aspect, responsive to completing a decoding
operation, the decoding process 127 can transmit a billing
request to the billing system. The billing request can include
the client identifier and the type of performed service. For
example, the billing request can include a processor elapsed
time. In another example, the billing request can include
number of decoding attempts. In a yet another example, the
billing request can include the size of the image processed. In
ayet another example, the billing request can include the type
and/or the number of decoded decodable indicia.

In some embodiments, the entitlement request and the
billing request can be combined into a single request.
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In a further aspect, billing system 400 can support a variety
of billing models, including usage-based model (“pay per
scan”), unlimited usage model, and numerous hybrid models.

In a pay-per-scan model, billing system 400 can process a
billing request by initiating a payment transaction. Alterna-
tively, billing system 400 can process a billing request by
appending a billing item to an invoice to be forwarded to the
appropriate customer.

In some embodiment, responsive to successtully process-
ing the billing request, billing system 400 can transmit a
billing confirmation to decoding process 127. In some
embodiment, transmitting decoding operation completion
code and/or decoding message to the requesting client 101 by
decoding process 127 can only be performed upon receiving
the billing confirmation from the billing system.

In another aspect, the image of decodable indicia can be
provided by a raw image byte stream or a compressed image
byte stream (e.g., GIFF, TIFF, JPEG or other standard or
proprietary format).

In another aspect, the decoding client can be provided by a
large variety of imaging devices. In one embodiment, the
decoding client can be provided by a mobile computing
device (e.g., a mobile communication terminal, or a smart-
phone) comprising an integrated imaging device or a periph-
eral imaging device. An integrated imaging device can be
provided, e.g., by a two-dimensional imager incorporated
into the housing of the mobile computing device and com-
municatively coupled to other components of the mobile
computing device, including, e.g., a data bus, a processor or a
communication interface. A peripheral imaging device can be
provided, e.g., by a still image or video camera disposed in a
separate housing and communicatively coupled to the mobile
computing device (e.g., via Bluetooth interface).

In another embodiment, the decoding client can be pro-
vided by a general purpose computing device (e.g., a note-
book computer or a desktop computer) comprising an inte-
grated imaging device or a peripheral imaging device.

In a yet another embodiment, the decoding client can be
provided by a computing device integrated into a POS system
(e.g., aretail cashier’s workstation) comprising an integrated
imaging device or a peripheral imaging device.

As noted herein supra, in one embodiment, the decoding
client can be provided by a mobile communication terminal.
One embodiment of a mobile communication terminal 100 is
shown in FIGS. 5a (front panel view), 55 (side panel view),
and 5S¢ (bottom panel view). Mobile communication terminal
100 can comprise a housing 52 within which other compo-
nents of mobile communication terminal 100 can be dis-
posed. An LCD screen display with a touch screen sensor 554
can be disposed on the front panel 556. Also disposed on the
front panel 556 can be a decode LED 58, a scan led 562, and
akeyboard 64 including a scan key 68 and navigation keys 72.
An imaging window 74 can be disposed on the top panel of
housing 52. Disposed on the side panel (best viewed in FIG.
5b) can be an infra-red communication port 76, an access
door to a secure digital (SD) memory interface 78, an audio
jack 80, and a hand strap 82. Disposed on the bottom panel
(best viewed in FIG. 5¢) can be a multi-pin mechanical con-
nector 84 and a hand strap clip 86.

While FIGS. 5a-5¢ illustrate a hand held housing, a skilled
artisan would appreciate the fact that other types and form
factors of terminal housings are within the scope of this
disclosure. For example, in one embodiment schematically
shown in FIG. 6, a communication terminal can be incorpo-
rated into a POS workstation with a presentation housing. The
workstation 1010 can include a horizontal countertop 1012
for placement of products to be scanned. A bioptic scanner
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1014 mounted within the countertop 1012 can include a first
housing portion 1016 and a second housing portion 1018
which can project from one end of the first housing portion in
a substantially orthogonal manner. In one embodiment, the
first housing portion 1016 can comprise a laser-based indicia
scanning terminal and the second housing portion 1018 can
comprise an imager-based terminal. The countertop 1012 can
include an optically transparent (e.g., glass) horizontal-scan-
ning window 1020 mounted flush with the checkout counter,
covered by an imaging window protection plate 1022 which
can be provided with a pattern of apertures 10244a. The second
housing portion 1018 can further include a vertical-scanning
window 1026 behind which an imager-based indicia reading
terminal 1028 can be housed. A skilled artisan would appre-
ciate the fact that other ways of disposing the scanners and
scanning windows are within the scope of this disclosure.

In another illustrative embodiment, shown in FIG. 7, there
is provided a mobile communication terminal 100 including
a housing 52 comprising a head portion 54 and a handle
portion 56, the latter further comprising a hand grip 758 and
a trigger 60. The trigger 60 can be used to initiate signals for
activating frame readout and/or certain decoding processes.
Other components of Mobile communication terminal 100
can be disposed within the housing 52. For example, an image
sensor 62 can be disposed in the head portion 54 behind a
housing window 63. The image sensor 62 can be configured
to output an electrical signal representative of light incident
onthe image sensor. Mobile communication terminal 100 can
further comprise an /O interface which in the illustrative
embodiment of FIG. 7 can be communicatively coupled to a
wired connection 66. The I/O interface can be used to com-
municatively couple Mobile communication terminal 100 to
a companion device 768 such as a register and/or peripheral
data capture devices in a point-of-sale (POS) application.
Other configurations of the I/O interface may utilize wireless
communication technology and/or contact-type features that
do not require wires and/or wired connection 66. In certain
applications of mobile communication terminal 100 for
example, the companion device 768 may be provided by a
docking station with corresponding mating contacts and/or
connectors that are useful to exchange power and data,
including image data captured by the image sensor 62.
Although not incorporated in the illustrative embodiment of
FIG. 7, mobile communication terminal 100 can also com-
prise a number of peripheral devices, including a display for
displaying such information as image frames captured by the
terminal, a keyboard, and a pointing device.

Mobile communication terminals described herein supra
can be used, for example, for bar code reading in POS and
other applications. A skilled artisan would appreciate the fact
that other uses of Mobile communication terminals are within
the scope of this disclosure.

Component-level diagram of one embodiment of a mobile
communication terminal is now being described with refer-
ences to FIG. 8. Mobile communication terminal 100 can
comprise at least one microprocessor 810 and a memory 820,
both coupled to the system bus 870. The microprocessor 810
can be provided by a general purpose microprocessor or by a
specialized microprocessor (e.g., an ASIC). In one embodi-
ment, mobile communication terminal 100 can comprise a
single microprocessor which can be referred to as a central
processing unit (CPU). In another embodiment, mobile com-
munication terminal 100 can comprise tWo or more micro-
processors, for example, a CPU providing some or most of the
mobile communication terminal functionality and a special-
ized microprocessor performing some specific functionality.
A skilled artisan would appreciate the fact that other schemes
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of processing tasks distribution among two or more micro-
processors are within the scope of this disclosure.

Mobile communication terminal 100 can further comprise
a communication interface 840 communicatively coupled to
the system bus 870. In one embodiment, the communication
interface can be provided by a wireless communication inter-
face. The wireless communication interface can be config-
ured to support, for example, but not limited to, the following
protocols: at least one protocol of the IEEE 802.11/802.15/
802.16 protocol family, at least one protocol of the HSPA/
GSM/GPRS/EDGE  protocol family, TDMA protocol,
UMTS protocol, LTE protocol, and/or at least one protocol of
the CDMA/1xXEV-DO protocol family.

Mobile communication terminal 100 can further comprise
akeyboard interface 854 and a display adapter 855, both also
coupled to the system bus 870. Mobile communication ter-
minal 100 can further comprise a battery 856. In one embodi-
ment, the battery 856 can be provided by a replaceable
rechargeable battery pack. Mobile communication terminal
100 can further comprise a GPS receiver 880. Mobile com-
munication terminal 100 can further comprise at least one
connector 890 configured to receive a subscriber identity
module (SIM) card. Mobile communication terminal 100 can
further comprise an imaging device 830, provided, for
example, by a two-dimensional imager.

While the present invention has been particularly shown
and described with reference to certain exemplary embodi-
ments, it will be understood by one skilled in the art that
various changes in detail may be affected therein without
departing from the spirit and scope of the invention as defined
by claims that can be supported by the written description and
drawings. Further, where exemplary embodiments are
described with reference to a certain number of elements it
will be understood that the exemplary embodiments can be
practiced utilizing less than the certain number of elements.

A small sample of systems, methods, and apparata that are
described herein is as follows:

Al. A data decoding system comprising one or more com-
puters communicatively coupled to a network, said one or
more computers executing at least one client authentication
process and at least one decoding process;

wherein said client authentication process is configured to
authenticate a client;

wherein said at least one decoding process is configured,
responsive to receiving a decoding request from said client,
said decoding request comprising an image of decodable
indicia, to locate said decodable indicia within said image;

wherein said at least one decoding process is further con-
figured, responsive to successfully locating said decodable
indicia, to decode said decodable indicia into a decoded mes-
sage; and

wherein said at least one decoding process is further con-
figured, responsive to completing a decoding operation, to
transmit to said client at least one of: said decoded message,
a decoding operation completion code.

A2.Thedata decoding system of (A1), wherein said at least
one authentication process and said at least one decoding
process are executed by one computer.

A3.Thedatadecoding system of (A1), wherein said at least
one authentication process is executed by a first computer;
and

wherein said at least one decoding process is executed by a
second computer.

A4. The data decoding system of (A1), wherein said image
of decodable indicia is provided by one of: a raw image byte
stream, a compressed image byte stream.
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AS. The data decoding system of (A1), wherein said client
is provided by a mobile communication terminal comprising
an optical reading device configured to output said image of
decodable indicia.

A6. The data decoding system of (A1), wherein said client
is provided by a mobile computing device comprising one of:
an integrated imaging device, a peripheral imaging device.

A7. The data decoding system of (A1), wherein said client
is provided by a desktop computer comprising one of: an
integrated imaging device, a peripheral imaging device.

AS8. The data decoding system of (A1), wherein said client
is provided by a computing device integrated into a point-of-
sale system, said computing device comprising one of: an
integrated imaging device, a peripheral imaging device.

A9. The data decoding system of (A1), wherein said at least
one client authentication process is configured, responsive to
receiving from a client an authentication request comprising
a client certificate, to negotiate a common secret with said
client;

wherein said at least one authentication process is further
configured to create at least one cryptographic key based on
said common secret; and

wherein said at least one authentication process is further
configured to use said at least one cryptographic key to per-
form at least one of: encrypting one or more messages trans-
mitted to said client; decrypting one or more messages
received from said client.

A10. The data decoding system of (A9), wherein said at
least one computer is further configured, responsive to receiv-
ing from a client an authentication request comprising a client
certificate, to validate said client certificate by transmitting a
validation request to a certificate authority issuing said client
certificate.

B1. A data decoding system comprising one or more com-
puters communicatively coupled to a network, said one or
more computers executing at least one decoding process and
at least one logging process;

wherein said at least one decoding process is configured,
responsive to receiving a decoding request comprising an
image of decodable indicia from a client, to locate said decod-
able indicia within said image;

wherein said at least one decoding process is further con-
figured, responsive to successfully locating said decodable
indicia, to decode said decodable indicia into a decoded mes-
sage;

wherein said at least one decoding process is further con-
figured, responsive to completing a decoding operation, to
transmit to said client at least one of: said decoded message,
a decoding operation completion code;

wherein said at least one decoding process is further con-
figured, responsive to completing said decoding operation, to
transmit a logging request to said at least one logging process;
and

wherein said at least one logging process is configured,
responsive to receiving said logging request from said at least
on decoding process, to create a usage tracking record in a
usage tracking database, said usage tracking record compris-
ing a client identifier, said image, and at least one of: said
decoded message, said decoding operation completion code.

B2. The data decoding system of (B1), wherein said at least
one decoding process and said at least one logging process are
executed by one computer.

B3. The data decoding system of (B1), wherein said at least
one decoding process is executed by a first computer; and

wherein said at least one logging process is executed by a
second computer.
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BS5. The data decoding system of (B1), wherein said decod-
ing request further comprises one or more values of client
configuration parameters; and

wherein said usage tracking record further comprises said
one or more values of client configuration parameters.

BS. The data decoding system of (B1), wherein said image
of decodable indicia is provided by one of: a raw image byte
stream, a compressed image byte stream.

B6. The data decoding system of (B1), wherein said client
is provided by a mobile communication terminal comprising
an optical reading device configured to output said image of
decodable indicia.

B7. The data decoding system of (B1), wherein said client
is provided by a mobile computing device comprising one of:
an integrated imaging device, a peripheral imaging device.

B8. The data decoding system of (B1), wherein said client
is provided by a desktop computer comprising one of: an
integrated imaging device, a peripheral imaging device.

B9. The data decoding system of (B1), wherein said client
is provided by a computing device integrated into a point-of-
sale system, said computing device comprising one of: an
integrated imaging device, a peripheral imaging device.

C1. A data decoding system comprising one or more com-
puters communicatively coupled to a network;

wherein at least one computer of said one or more comput-
ers is configured, responsive to receiving from a client a
decoding request comprising an image of decodable indicia,
to locate said decodable indicia within said image;

wherein said at least one computer is further configured,
responsive to successfully locating said decodable indicia, to
decode said decodable indicia into a decoded message;

wherein said at least one computer is further configured,
responsive to completing a decoding operation, to transmit to
said client at least one of: said decoded message, a decoding
operation completion code; and

wherein said at least one computer is further configured to
perform at least one of: validating an entitlement of said client
to receive decoding services responsive to receiving said
decoding request, transmit a billing request to a billing system
responsive to completing said decoding operation.

C2. The data decoding system of (C1), wherein said billing
request comprises at least one of: an identifier of said client,
a symbology type of said decodable indicia, a number of
decodable indicia items to be decoded.

C3. The data decoding system of (C1), wherein said at least
one computer is configured to validate said entitlement of said
client by transmitting a client entitlement validation request
to said billing system.

C4. The data decoding system of (C3), wherein said client
entitlement validation request comprises at least one of: an
identifier of said client, a symbology type of said decodable
indicia, a number of decodable indicia items to be decoded.

CS5. The data decoding system of (C1), wherein said at least
one computer is configured to transmit said decoded message
to said client responsive to receiving a billing transaction
confirmation from said billing system.

C6. The data decoding system of C1, wherein said image of
decodable indicia is provided by one of: a raw image byte
stream, a compressed image byte stream.

C7. The data decoding system of C1, wherein said client is
provided by a mobile communication terminal comprising an
optical reading device configured to output said image of
decodable indicia.

C8. The data decoding system of C1, wherein said client is
provided by a mobile computing device comprising one of: an
integrated imaging device, a peripheral imaging device.
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(9. The data decoding system of C1, wherein said client is
provided by a desktop computer comprising one of: an inte-
grated imaging device, a peripheral imaging device.

C10. The data decoding system of C1, wherein said client
is provided by a computing device integrated into a point-of-
sale system, said computing device comprising one of: an
integrated imaging device, a peripheral imaging device.

The invention claimed is:

1. A data decoding system comprising one or more com-
puters communicatively coupled to a network, said one or
more computers executing at least one client authentication
process, at least one logging process, and at least one decod-
ing process;

wherein said client authentication process is configured to

authenticate a client;

wherein said at least one decoding process is configured,

responsive to receiving a decoding request from said
client, said decoding request comprising an image of
decodable indicia, to locate said decodable indicia
within said image;

wherein said at least one decoding process is further con-

figured, responsive to successfully locating said decod-
able indicia, to decode said decodable indicia into a
decoded message;
wherein said at least one decoding process is further con-
figured, responsive to completing a decoding operation,
to transmit to said client at least one of: said decoded
message, a decoding operation completion code;

wherein said at least one decoding process is further con-
figured, responsive to completing said decoding opera-
tion, to transmit a logging request to said at least one
logging process; and

wherein said at least one logging process is configured,

responsive to receiving said logging request from said at
least on decoding process, to create a usage tracking
record in a usage tracking database, said usage tracking
record comprising a client identifier, said image, and at
least one of: said decoded message, said decoding opera-
tion completion code.

2. The data decoding system of claim 1, wherein said at
least one client authentication process and said at least one
decoding process are executed by one computer.

3. The data decoding system of claim 1, wherein said at
least one client authentication process is executed by a first
computer; and

wherein said at least one decoding process is executed by a

second computer.

4. The data decoding system of claim 1, wherein said image
of decodable indicia is provided by one of: a raw image byte
stream, a compressed image byte stream.

5. The data decoding system of claim 1, wherein said client
is provided by a mobile communication terminal comprising
an optical reading device configured to output said image of
decodable indicia.

6. The data decoding system of claim 1, wherein said client
is provided by a mobile computing device comprising one of:
an integrated imaging device, a peripheral imaging device.

7. The data decoding system of claim 1, wherein said client
is provided by a desktop computer comprising one of: an
integrated imaging device, a peripheral imaging device.

8. The data decoding system of claim 1, wherein said client
is provided by a computing device integrated into a point-of-
sale system, said computing device comprising one of: an
integrated imaging device, a peripheral imaging device.

9. The data decoding system of claim 1, wherein said at
least one client authentication process is configured, respon-
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sive to receiving from a client an authentication request com-
prising a client certificate, to negotiate a common secret with
said client;
wherein said at least one authentication process is further
5 configured to create at least one cryptographic key based
on said common secret; and

wherein said at least one authentication process is further

configured to use said at least one cryptographic key to
perform at least one of: encrypting one or more mes-
sages transmitted to said client; decrypting one or more
messages received from said client.

10. The data decoding system of claim 9, wherein said one
or more computer is further configured, responsive to receiv-
ing said client certificate, to validate said client certificate by
15 transmitting a validation request to a certificate authority

issuing said client certificate.

11. A data decoding system comprising one or more com-
puters communicatively coupled to a network, said one or
more computers executing at least one decoding process and

20 at least one logging process;
wherein said at least one decoding process is configured,
responsive to receiving a decoding request comprising
an image of decodable indicia from a client, to locate
said decodable indicia within said image;
wherein said at least one decoding process is further con-
figured, responsive to successfully locating said decod-
able indicia, to decode said decodable indicia into a
decoded message;
wherein said at least one decoding process is further con-
figured, responsive to completing a decoding operation,
to transmit to said client at least one of: said decoded
message, a decoding operation completion code;

wherein said at least one decoding process is further con-
figured, responsive to completing said decoding opera-
tion, to transmit a logging request to said at least one
logging process; and

wherein said at least one logging process is configured,

responsive to receiving said logging request from said at
least on decoding process, to create a usage tracking
record in a usage tracking database, said usage tracking
record comprising a client identifier, said image, and at
least one of: said decoded message, said decoding opera-
tion completion code.

12. The data decoding system of claim 11, wherein said at
least one decoding process and said at least one logging
process are executed by one computer.

13. The data decoding system of claim 11, wherein said at
least one decoding process is executed by a first computer;
and

wherein said at least one logging process is executed by a

second computer.

14. The data decoding system of claim 11, wherein said
decoding request further comprises one or more values of
client configuration parameters; and

wherein said usage tracking record further comprises said

one or more values of client configuration parameters.

15. The data decoding system of claim 11, wherein said
image of decodable indicia is provided by one of: a raw image
byte stream, a compressed image byte stream.

16. The data decoding system of claim 11, wherein said
client is provided by a mobile communication terminal com-
prising an optical reading device configured to output said
image of decodable indicia.

17. The data decoding system of claim 11, wherein said
client is provided by a mobile computing device comprising
one of: an integrated imaging device, a peripheral imaging
device.
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18. The data decoding system of claim 11, wherein said
client is provided by a desktop computer comprising one of:
an integrated imaging device, a peripheral imaging device.

19. The data decoding system of claim 11, wherein said
client is provided by a computing device integrated into a
point-of-sale system, said computing device comprising one
of’ an integrated imaging device, a peripheral imaging device.

20. A data decoding system comprising one or more com-
puters communicatively coupled to a network, said one or
more computers executing at least one decoding process and
at least one logging process;

wherein said at least one decoding process is configured,

responsive to receiving from a client a decoding request
comprising an image of decodable indicia, to locate said
decodable indicia within said image;

wherein said at least one decoding process is further con-

figured, responsive to successfully locating said decod-
able indicia, to decode said decodable indicia into a
decoded message;
wherein said at least one decoding process is further con-
figured, responsive to completing a decoding operation,
to transmit to said client at least one of: said decoded
message, a decoding operation completion code;

wherein said one or more computer is further configured to
perform at least one of: validating an entitlement of said
client to receive decoding services responsive to receiv-
ing said decoding request, transmit a billing request to a
billing system responsive to completing said decoding
operation;

wherein said at least one decoding process is further con-

figured, responsive to completing said decoding opera-
tion, to transmit a logging request to said at least one
logging process; and

wherein said at least one logging process is configured,

responsive to receiving said logging request from said at
least on decoding process, to create a usage tracking
record in a usage tracking database, said usage tracking
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record comprising a client identifier, said image, and at
least one of: said decoded message, said decoding opera-
tion completion code.

21. The data decoding system of claim 20, wherein said
billing request comprises at least one of: an identifier of said
client, a symbology type of said decodable indicia, a number
of decodable indicia items to be decoded.

22. The data decoding system of claim 20, wherein one or
more computer is configured to validate said entitlement of
said client by transmitting a client entitlement validation
request to said billing system.

23. The data decoding system of claim 22, wherein said
client entitlement validation request comprises at least one of:
an identifier of said client, a symbology type of said decod-
able indicia, a number of decodable indicia items to be
decoded.

24. The data decoding system of claim 20, wherein said at
least one decoding process is configured to transmit said
decoded message to said client responsive to receiving a
billing transaction confirmation from said billing system.

25. The data decoding system of claim 20, wherein said
image of decodable indicia is provided by one of: a raw image
byte stream, a compressed image byte stream.

26. The data decoding system of claim 20, wherein said
client is provided by a mobile communication terminal com-
prising an optical reading device configured to output said
image of decodable indicia.

27. The data decoding system of claim 20, wherein said
client is provided by a mobile computing device comprising
one of: an integrated imaging device, a peripheral imaging
device.

28. The data decoding system of claim 20, wherein said
client is provided by a desktop computer comprising one of:
an integrated imaging device, a peripheral imaging device.

29. The data decoding system of claim 20, wherein said
client is provided by a computing device integrated into a
point-of-sale system, said computing device comprising one
of’ an integrated imaging device, a peripheral imaging device.
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